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Diepocell BM
®

 lift buffers  

EU type-examination
Details of test results for  lift buffers type   D 0 until D 6

Configuration A, C and D

production control by: TÜV NORD CERT GmbH

Notified body: 0044

The type-examination tests for P+S-lift buffers made from Diepocell BM
® 

have been carried 

out in accordance with the lift directive 2014/33/EU. The certficate number records

the permissible load ranges for every type of lift buffer. A EU type-examination 

test certificate can be issued for every type of P+S- lift buffer on request. The buffers are 

available from stock or at short lead times.

For lifts with lower speeds than the nominal speed (Vnmax.) used for the EU type-certification, 

the load range is applicable if the max. car or counterweight loads are within m min. 

and m max. load (kg) according to the EU type examination.

Load ranges according to harmonized standards: - EN 81 -20/ -50:2014

- EN 81-1+2:1998+A3:2009

Size Notified body

Diameter Height

(mm) (mm) certificate No. mmin (kg) mmax (kg) mmin (kg) mmax (kg)

0044

44 208 12 1262 03

0044

44 208 12 1262 05

0044

44 208 12 1262 06

0044

44 208 12 1262 07

0044

44 208 12 1262 08

0044

44 208 12 1262 09

0044

44 208 12 1262 10
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950 9400

500 5200

320 4000

600 7500

150 1200

200 1500

250 3200

D 5 165 80 650 2700

D 6 220 80 1500 5500

D 3 125 80 600 1850

D 4 140 80 450 1500

D 1 100 80 220 700

D 2 100 80 330 1250

Dimensions Nominal speed v

1,00 (m/s)

D 0 80 80 180 600

Nominal speed v

0,63 (m/s)




