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The safety component conforms to the directive's safety
requirements for the respective scope of application stated
on page 1 of the annex to this EC type-examination
certificate.

2007-04-26

EC type-exam i nation certificate

Gertificate no.:

Notified body:

ApplicanU
Certificate holder:

Date of submission:

Manufacturer:

Product,
type:

Test Laboratory:

Date and
Number of test report:

EC-dlrective:

Statement:

Certificate date:

(--tt-- 
t*t"D

urr*r',Df



Industrie Service

Annex to the EG type-examination certificate No. AFV 599/2 dated 2OO7-04-26

1 .

1 . 1

Scope of Application

Permissible total mass of car and rated load or counterweight in using one pair of safety gears,
depends on manufacture and condition of the guide rail running surface

Manufactured by Gondition of the surface Total mass (kg)
min. max.

drawn dry 86 - 2068
drawn oiled* 96 -2145

machined dry 89 - 2355
machined oi led* 99 -2592

.Mineral oils without additives (e.9. lubricating oils C according to DIN 51517 part 1)

Maximum tripping speed of overspeed governor and range of maximum rated
speed

Maximum tripping speed (m/s) 3,50
Maximum rated speed (m/s) 2,75 - 3,00

1 . 2

1.3 Guide rai ls to be used

1.3.1 Minimum running surface width

1.3.2 Blade width

20 mm

7 - 1 6 m m

2.

2 .1

Remarks

Pursuant to the standard EN 81, annex F, paragraph 3, section 3.4. a) 2) the total mass de-
termined for adjustment purposes may be 7,5 % higher or lower.

In order to provide identification and information about the basic design and its functioning and to
show the environmental conditions and connection requirements pertaining to the tested and ap-
proved type, and to define which parts have been tested, drawing no. PC14DO-BZO1-l dated '16
February 2007 is to be enclosed with the EC type examination certificate and the Annex.

The EC type-examination certificate may only be used in connection with the pertinent Annex.

2.2

2.3

70426_AAFV599_2_GB.doc/lS-FSA-MUC we page 1 of 1



Bremsfnngvomirhtung Typ - Pt14D0

Vorionte AnschLugmitEewindestift

t -

Vorionte ll AnschLog mit AnschLogboLzen

r,. ir,  ̂ i ,^_ GEpRLiFT -
. r  

vv - r , l  j  t l . tcushio Service GmbH

Fongwelte innen- oder

&{oqq ft h tryld$r Odki mtr- Ausgabe'
16.02.07 / t]. HeLfer

f+,1;fffihfl 
"iiilllii.',i;i;ll,fr,t*-

tabionchi Lirttpile Id _ rino',ii,,,ii,,itl 'l ' ' itlf,il,,,,,

lettnnungsnunner

Pt14[0-8701-1w@ shillkk GeMig ffi da. nahl
lSEil dr hilkl rqdüLki qtrit *.ün.



m"ltffihf
Cobianchi Liftteile AG

EG- Konform itätserkläru ng f ür Sicherheitsbauteile, 2009
EC-Declaration of conformity for safety components, 2009
Altestation de Conformite EC,20Ut
Dichiarazione di conformita EC. 2009

Hersteller / Manulacturer:
Fabricant / Produttore:

Beschreibung / Funklion:
Description / Function:
Prdscription / Fonction:
Descrizione / Funzione:

Cobianchi Littteile AG
Sägegasse 5
CH-31 10 Münsingen

Bremsfangvorrichtung gegen Übergeschwindigkeit einseitig wirkend
Progressive safety gear acting in one direcllon
Parachute ä prise amorti6 contre vitesse excessive dans une sense
Paracadute a presa progressivo contro velocitä eccessivo singolo senso

Typ / Type / Type / Tipo: PC24DO, PC24LM, PC24UP, PC13DO, PCl3LM, PC13UP

Numero di fabricazione: vedi sulla tarohetta e incisione

Baulahr / Year of manufacture / Annde de construction / Anno di fabricazione:
Siehe Typenschild / visible on type plate / visible sur plaque de caracteristique / vedi targhetta

Seriennummer:
Serial number:
Numero de s6rie:

Einschlägige Normen / Harmonized standards:
Directive Europ6enne / Normativa:

Benannte Stelle der Baumusterprütung:
Notified Body carried out EC certificate:
Organisme agr6e / Organismo autorizzato:
Kennummer / ldentification number / Num6ro / Numeto:

Bescheinigung Nr. / EC certificate nr.:
No. d'attestation / no. di certificato:

siehe Typenschild und Gravur auf Fangkopf
see typ plate and engraving on each safety head
gardez plaque de fabrication et gravure

EN 81-1 /  1998, 95/16 EG

Liftinstituut B.V.
Buikslotermeerplein 38 1
P.O. Box 36027 NL-1020 l\4A Amsterdam
0400

PC?4DO. PC24LM. PC24UP: NL 07-400-1002- 100-01
PC13DO. PC13LM. PCl3UP: NL 08-400-1002- 100-02

TUV Bau- und Betriebstechnik
Westendstrasse 199
D-80686 München
0036

Q-Systemüberprüf ung ertolgt durch:
Ouality production check / System de qualit6 verifi6:
Organismo per controllo sistema:
Kennummer / ldentification number / Num6ro / Numero:

Bestätigt / Conf irmed / Conf irm6e / Contermato

COBIANCHI LIFTIEILE AG

/ Technik

c{9c 2/ü4/
April 2009


